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From:
Roberto Leita
Project Director

Phone: +39 (0432) 195 8825
Fax: +39 (0432) 195 1496
e-mail: r.leita@danieli.it

Cc:

Messrs.
LLK Lubricants Co.

Attn.
Mr . Andrey Yasnovskiy
Head of Tech. Dept

Cc:

December 15th, 2009
Our ref.: DAB-LLK-CC0001 Your ref.:

Subject: DANIELI approval of LUKOIL company products

Dear Mr Yasnovskiy,

The present to confirm that we prove compliance of:
 LUKOIL Hydraulic Fluides –LUKOIL GEYSER ST series – HLP and
 LUKOIL Industrial Transmission Lubricants – LUKOIL STEELO series – CLP

with DANIELI Standard Nr. 0.000.001 - Classification of Lubricants Oils - Fire-Resistant
Hydraulic Fluids - Greases .

These products would be included in the next issue of the above mentioned Standard and can be
used in DANIELI equipment according to the operation and maintenance manuals.

Best Regards

Roberto Leita

Director, Projects

Medium & Heavy Section Mills

Danieli & C. Officine Meccaniche S.p.A.



Danieli & C.
Officine Meccaniche SpA
Via Nazionale, 41
33042 Buttrio (Udine) Italy

Cap Soc. Euro 81.000.000 I.V.
CCIAA Udine REA 84904
Reg. Società Udine 2806
CF e P.IVA: 00167460302

PO Box 113, I-33100 Udine
Tel (39) 0432.195 1111
Fax (39) 0432.195 8289
E-mail: info@danieli.com

2 of 2

Тема: Одобрение DANIELI продукции производства компании ЛУКОЙЛ  

Уважаемый г-н Ясновский,  

Настоящим подтверждаем Вам, что испытания указанной ниже продукции, а именно:  

 LUKOIL Гидравлические жидкости  – серия LUKOIL GEYSER ST – HLP  и  
 LUKOIL Смазочные материалы для промышленных передач – серия LUKOIL 

STEELO – CLP
на соответствие Стандарту DANIELI № 0.000.001 – Классификация смазочных масел – 
Огнестойких гидравлических жидкостей – Консистентных смазок,  прошли успешно. 

Данная продукция будет включена в следующий выпуск вышеуказанного стандарта и 
является пригодной для использования на технологическом оборудовании DANIELI в 
соответствии с инструкциям по эксплуатации и техобслуживанию.   

С уважением, 

Роберто Лейта

Директор проекта 
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